Abbeydedls

THE SEAL SPECIALISTS MADE IN IRELAND

MATERIAL TEST REPORT

Material Number: 1190-19002
Material Type: FKM 90
Material Colour: BROWN

PROPERTY UNIT | TEST METHOD TEST PARAMETER | VALUE ’

Hardness Shore A| ASTM D 2240 - 90 +5
Tensile Strength | MPa ASTM D 412 - 14,5
Ultimate Elongation | % ASTM D 412 - 11
Specific Gravity g/cm? ASTM D 297 - 2,28 0,02
Compression Set % ASTM D 395 B 22h / 200°C 12

CHANGES OF PROPERTIES AFTER AGING:

TENSILE ULTIMATE

MEDIUM | TEST METHOD |TIME [TEMPRATURE | HARDNESS | ooil o | oncnion | VOLUME
H °C POINTS % % %o
Air  |ASTMD573| 70 | 250 +2 +2 4 ]
Air  |AstTMD573| 70 | 275 +4 Y .16 ;
ASTM | AsTM D 471 | 70 23 3 17 6 +3
Fuel C
ASTM
Blend 7700/ ASTM D 471 | 70 200 -4 -16 -8 +12

DUBLIN T: +353(0)1427 7900 E: dublin@abbeyseals.ie
CORK T: +353(0)21 500 3555 E: cork@abbeyseals.ie



